
HCD-SR4W
SECTION 7

EXPLODED VIEWS
NOTE:
¥ -XX and -X mean standardized parts, so they

may have some difference from the original
one.

¥ Items marked Ò*Ó are not stocked since they
are seldom required for routine service.
Some delay should be anticipated when
ordering these items.

¥ The mechanical parts with no reference
number in the exploded views are not supplied.

¥ Abbreviation
AUS : Australian model
CH : Chinese model
E41 : 230 V AC area in E model
HK : Hong Kong model
KR : Korean model
MX : Mexican model
RU : Russian model
SP : Singapore model

7-1. CASE SECTION 1 3

The components identified by mark  or
dotted line with mark  are critical for safety.
Replace only with part number specified.

TW : Taiwan model
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7-2. FRONT PANEL SECTION
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7-3. CHASSIS SECTION
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The components identified by
mark  or dotted line with mark

 are critical for safety.
Replace only with part number
specified.
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7-4. MECHANISM DECK SECTION-1
(CDM80A-DVBU24)
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7-5. MECHANISM DECK SECTION-2
(CDM80A-DVBU24)
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7-6. MECHANISM DECK SECTION-3
(CDM80A-DVBU24)
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7-7. BASE UNIT SECTION
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The components identified by
mark  or dotted line with mark

 are critical for safety.
Replace only with part number
specified.


