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5-1-1. OVERALL  SECTION-1
ns: not supplied

5-1. EXPLODED  VIEWS
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Note: Refer to page 1-13 ÒPrecuation on replacing the Cabinet
(G(700)) AssyÓ when changing the Cabinet (G(700)) Assy.

Note:
Ò Ó 
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5-1-2. OVERALL  SECTION-2
ns: not supplied
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5-1-3. OVERALL  SECTION-3
ns: not supplied
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5-1-4. CABINET (L) SECTION
ns: not supplied
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5-1-5. CABINET (F) SECTION
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5-1-6. LENS BLOCK
ns: not supplied
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Note 1:

*

*

¥ Refer to page 5-1 for mark .

265

Note 1: Be sure to read ÒPrecuations for Replacement of ImagerÓ
on page 4-2 when changing the imager.

Note 2 :

Note 2: Refer to page 2-1 ÒNote for disconnecting the harness
(HN-058)Ó when changing the harness (HN-058).
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5-1-7. CABINET (R) SECTION
ns: not supplied
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5-1-8. PANEL BLOCK
ns: not supplied
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Note: HELP11 Note: Be sure to read ÒHELP11Ó when you install the FP-659, FP-
854 flexible boards.
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5-1-9. BT PANEL BLOCK
ns: not supplied
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CAUTION
Danger of explosion if battery is incorrectly replaced.
Replace only with the same or equivalent type.

¥ Refer to page 5-1 for mark .

402

Note: Replace the battery holder (BH7301) together when re-
placing the lithium storage battery (BT7301) on the MS-
397 board. (The battery holder removed once cannot be
used again.)
When mounting these parts, mount new battery holder
first and attach new lithium battery next.
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